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Harvested corn cop iz unloadsd
from fruck to intake pit. Cormns

con from the intake pit
dehulling machine in sorting room by
belt conveyors.

ALTINBILEK®

SECME ODASI

Bant konveyorler aracilifyla segme odaszindaki kabuk ayirma makinasina gelen misirlann kabuklan ayngtinkr. Ayngtinlan kabuklar digan atilr.
Kabuk ayrma makinazindan gikan kabufu soyulmug misir kogami, segme bantina gelir. Burada kalite standarti bozulmug Grinler galigan
tarafindan segilerek atik bant koveydrine birakiir. Ayrica kabuk ayirma makinasinda kabufju soyulamamig misir olursa, bunlar da galigan
tarafindan yeniden kabukian soyulmak Gzere kabuk ayirma makinazina lstiimek izere bant konveyorine brakiir. Segme islemi yapimig koganlh
muziriar bant konveyarler araciignda kurutma odalanmin bant konveyGrlering iletiliviar.

SORTING ROOM

Husks of conveyed coms by belt conveyors to sorting room are SS8=
shelled. Shelled husks are discharged to outside. Shelled corn cob 88

arrives to selection belt. Rotten products are selected by workers S5 S22
and chuck out to waste belt conveyor. Escaper corn cobs are put

back to belt conveyor through sorting machine. Sorted corn cobs

are conveyed to belt conveyors of drying cells.
















